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| I i . NOTE: PLEASE TORQUE THE FIXINGS PROVIDED ABOVE,
; W il ﬂﬁ WHICH ARE USED TO ATTACH THE GEAR TO THE ADAPTER
1 ! T R PLATE TO THE APPROPRIATE SETTING.
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o] Vo FOR FURTHER GUIDANCE AND INFORMATION.
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) oA TICO COLLARS FITTED OVER BOLT s
ﬁ J TOP AND BOTTOM WHERE BOLT PASSES
THROUGH THE METALWORK OF THE GEAR RAFT. —
EXISTING GEAR RAFT HOLES WILL NEED OPENING UP THESE CAN BE CUT TO LENGTH AS REQUIRED
TO 24 TO ALLOW TICO COLLARS TO SLIDE OVER BOLT AND FROM THE SUPPLIED COLLARS.
FULLY ISOLATE THE GEAR RAFT FROM THE MACHINE.
245
EXISTING RAFT CENTRES
C o THE GEAR RAFT ADAPTER PLATE @ IS ENGINEERED TO ALIGN WITH THE
“““ ﬂ: :r““““““““ _'“““““““““““““_:‘_:‘:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_:‘_"““““““““““““““““““““““““““““““‘1: :r“' EXISTING FIXING HOLES ON THE OTIS GEN2 GEAR RAFT.
L L UTILISE THE PROVIDED FIXINGS TO SECURELY ATTACH THE GEAR UNIT TO THE
L e — L ADAPTER PLATE.
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